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Amplification    

 

EVA 

Compact Vacuum Tube Integrated Amplifier 
 

Rated Power Output: 2 x 15w RMS (6Ω) 2 x 12w RMS 
(8Ω / 4Ω) 

Valves: 1 x ECC83, 2 x ECC82, 4 x EL84EH 
Input Connections: 1 x RCA, 1 x OPT, 1 x COAX, 1 x 

USB B, Bluetooth (aptX) 
Size（WxDxH): 220mm x 300mm x 180mm 

1.999 € 

 

EVH 

Compact Vacuum Tube Headphone  
& Pre-Amplifier 

 
Valves: 4 x KT88, 1 x 12AX7, 4 x  12AU7 

Input Jack: 3-pin balanced XLR, 1xRCA, 1xUSB, 
1xCOAX, 1xOP) 

Output: 1x6.35mm headphone jack, 4-pin balanced 
headphone jack, 1xRCA output 

Size (WxDxH): 220mm x 300mm x 175mm 

1.999 € 

 

EV55SE 

Integrated Vacuum Tube Amplifier 
 

Valves: 4 x KT88, 1 x 12AX7, 4 x  12AU7 
Output Power: Ultralinear Mode: 55W / 8 Ohms  

Triode Mode: 28W / 8 ohms 
Inputs: 5 x RCA  

Size WxDxH): 420mm x 356mm x 236mm 

2.999 € 

 

EV55ST 

Stereo Vacuum Tube Power Amplifier 
 

Valves: 4 x KT88, 1 x 12AX7, 4 x  12AU7 
Output Power: Ultralinear Mode: 55W / 8 Ohms  

Triode Mode: 28W / 8 ohms 
Inputs: 2 x RCA  

Size WxDxH): 420mm x 356mm x 236mm 

2.999 € 

 

EV80M 

Mono Vacuum Tube Power Amplifier 
 

Valves: 1 x 6SN7GT, 2 x 6SL7GT, 2 x KT120 
Output Power: Ultralinear Mode: 1x80W / 8 Ohms  

Triode Mode: 1x55W / 8 ohms 
Inputs: 2 x RCA  

Size (WxDxH): 453mm x 241mm x 236mm 

4.999 € /pair 

Sources    

 

EV55DP 

CD Player & DAC 
 

Digital Inputs 2 x Coaxial 1 x USB  
Digital Input Sampling Frequencies 44.1kHz ‐ 192kHz  
Digital Output 1 x Coaxial, 1 x Optical (TOS-Link)  

1 x 6.3mm Headphone Output  
Vacuum Tube 1 x EC82 (12AU7)  

Size (WxHxD): 420mm x 114.5mm x 314mm 
 
 

2.499 € 

 


